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ElectricalElectricalElectricalElectrical CCCCharacteristicsharacteristicsharacteristicsharacteristics

ElectricalElectricalElectricalElectrical parametersparametersparametersparameters atatatat STCSTCSTCSTC

Nominal Power (Pmax) 80W 85W 90W

Open Circuit Voltage (VOC) 22.0V 22.2V 22.4V

Short Circuit Current (ISC) 5.00A 5.20A 5.40A

Voltage at Nominal Power (Vmp) 17.6V 17.8V 18.0V

Current at Nominal Power (Imp) 4.55A 4.78A 5.00A

STC: lrradiance 1000W/m2, Cell temperature 25°C, AM1.5

MechanicalMechanicalMechanicalMechanical CCCCharacteristicsharacteristicsharacteristicsharacteristics

Cell type Polycrystalline

Number of cells 36 (4x9)

Module dimension 910x670x35mm

Weight 7.2kg

Front cover 3.2mm low-iron tempered glass

Frame Anodized aluminum alloy

Junction box IP65

Cable 2.5mm2, 900mm

Connector MC4 compatible

TemperatureTemperatureTemperatureTemperature CCCCharacteristicsharacteristicsharacteristicsharacteristics

Nominal Operating Cell Temperature (NOCT) 45°C±2°C

Temperature Coefficients of Pmax -0.43%/°C

Temperature Coefficients of VOC -0.33%/°C

Temperature Coefficients of ISC 0.056%/°C

MaximumMaximumMaximumMaximum RatingsRatingsRatingsRatings

Operating Temperature -40°C to +85°C

Maximum System Voltage 1000V DC

Maximum Series Fuse Rating 10A

Specifications in this datasheet are subject to change without prior notice.
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